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Design Radiators Mirò 20 vertical
D 70x11 — P 5

Code Height
H (mm)

Lenght
L (mm)

Tappings 
centre
l (mm)

Width Num.
of tubes

Output
∆t 50°C

75/65-20
(W)

Output
∆t 40°C  

70/50-20
(W)

Output
∆t 30°C  

55/45-20
(W)

Exp.
n

Empty
weight

(kg)

Water
content

(l)

White or coloured

0PDRxxy89060800 600 605 550 60 8 641 478 327 1,317 20,8 4,6
0PDRxxy89061000 600 755 550 60 10 801 597 409 1,317 26,0 5,8
0PDRxxy89061200 600 905 550 60 12 961 716 490 1,317 31,2 7,0
0PDRxxy89061400 600 1050 550 60 14 1121 836 572 1,317 36,4 8,1
0PDRxxy89061600 600 1205 550 60 16 1282 955 654 1,317 41,6 9,3
0PDRxxy89061800 600 1355 550 60 18 1442 1075 736 1,317 46,8 10,4
0PDRxxy89080800 800 605 750 60 8 832 620 425 1,317 25,6 5,8
0PDRxxy89081000 800 755 750 60 10 1040 775 531 1,317 32,0 7,2
0PDRxxy89081200 800 905 750 60 12 1248 930 637 1,32 38,4 8,6
0PDRxxy89081400 800 1050 750 60 14 1456 1085 743 1,32 44,8 10,1
0PDRxxy89081600 800 1205 750 60 16 1664 1240 849 1,32 51,2 11,5
0PDRxxy89100400 1000 305 950 60 4 508 379 259 1,32 15,2 3,4
0PDRxxy89100600 1000 455 950 60 6 762 568 389 1,32 22,8 5,2
0PDRxxy89100800 1000 605 950 60 8 1016 757 519 1,32 30,4 6,9
0PDRxxy89101000 1000 755 950 60 10 1270 947 648 1,32 38,0 8,6
0PDRxxy89180400 1740 305 1690 60 4 864 644 442 1,31 26,0 5,8
0PDRxxy89180600 1740 455 1690 60 6 1296 967 662 1,31 39,0 8,8
0PDRxxy89180800 1740 605 1690 60 8 1728 1289 883 1,31 52,0 11,7
0PDRxxy89181000 1740 755 1690 60 10 2160 1611 1104 1,31 65,0 14,6
0PDRxxy89200400 2000 305 1950 60 4 952 710 487 1,31 29,2 6,4
0PDRxxy89200600 2000 455 1950 60 6 1428 1065 730 1,31 43,8 9,7
0PDRxxy89200800 2000 605 1950 60 8 1904 1420 974 1,31 58,4 12,9
0PDRxxy89201000 2000 755 1950 60 10 2380 1776 1217 1,31 73,0 16,1
0PDRxxy89201200 2000 905 1950 60 12 2856 2131 1460 1,31 87,6 19,3

Features

Technical characteristics
—— Flat tubes 70x11 mm
—— Round collectors ø38 mm
—— Pipes distance 5 mm
—— Max working pressure = 4 bar
—— Test pressure = 6 bar
—— Max working temperature = 110°C
—— For NF certification, see www.certita.fr

Standard equipment
—— �6 x 1/2” connections, internal thread (four connections 
at the ends of the horizontal tubes, two perpendicular 
connections on the horizontal tubes); the distance 
between tappings centre of the two perpendicular 
connections is Length - 80mm

—— 2 x 1/2” air vent
—— 3 x 1/2”  blind cap
—— Kit of 4 brackets

Special Versions
—— Mirò 20 vetical electric: not available
—— Electrification kit (for mixed use): not available 
—— Chromed product: not available
—— �Coloured version: available
—— one-pipe system (see Technical Info pages): yes
—— �Central connection: available, with 1/2” connections 
and tappings centre 50mm, internal thread (see 
code change)

—— Side connections: supplied as standard
—— room divider fixing kit: not available
—— ��Valve and lockshield-valve are to be ordered separately

Codes - choice of the connections (standard, central)

xx = RB >> Standard connection
xx = RD >> Central connection TC 50 mm

Example:
0PDRRB089181000 = Mirò 20 vertikal H1800, 755, standard connections, white
0PDRRD989181000 = Mirò 20 vertikal H1800, 755, central connections, coloured

Spare parts

Brackets

XTB brackets
included

Spare part code 550S002400 	 white

x = 0 : white / x = 9 : coloured

see Mirò instructions
at the end of the Design Radiators section

colour: RAL 7030


